
KioPOS by KioSoft
Laundromat Point-of-Sale System

Main Display 15.6” ; Resolution 1920 x 1080

Main Display Touchscreen Capacitive ten-point touch screen, flat surface, scratchproof, 
dustproof, waterproof 

Secondary Display 15.6” ; Resolution 1920 x 1080

Speaker 2W x 1

Operating System Android 9

CPU RK3288 ,ARM Cortex A17 Quad core 32 bit processor, Basic
frequency 1.8GHz

RAM 2G DDR3

Memory eMMC 16 GB

Network
Ethernet 10/100/1000Mbps
2.4G Wi-Fi Wi Fi 802.11b/g/n
V2.1+EDR/Bluetooth 3.0/3.0+HS/4.0

Inputs USB x 4, RS232 x 1, RJ45 x 1, RJ12 x 1, Audio x 1

Outputs 24V Output x 1

Power AC 110~220V 50/60Hz

Dual Touch Screen Cash Register

Dimensions

Weight

15.2” x 8.5” x 15.6”

16.9 lbs



Receipt Printer Direct Thermal Line Printing

Print Resolution 203dpi (8dots/mm)

Paper Loading Supports Top or Front paper loading

High printing speed up to 260mm/s

Thermal Receipt Paper

Print Speed

0.056~0.1mm

Paper Type

58mm/80mm

Paper Thickness

3 LED Status Indicators: Power, Paper, Error

Paper Width

Windows, Linux, POS Ready, OPOS driver

LED Indicators

2" & 3" printing paper widths available

Driver

USB, Serial, Ethernet

Paper out, cover open

Input AC 100V-240V, Output DC 24V/2.5A

Printing Width

Versatile Interfaces

5.2" x 5.2" x 5.3"

Detection Sensors

Power Supply

Dimensions

Weight 2.2 lbs (without paper roll)

Receipt Printer

1) Desktop Handsfree Wireless Scanner

CPU-based decoding

2D. imager (standard range)

Direct Bluetooth 5.0 connection

includes: Bluetooth USB dongle, USB Type-C 
charging cable

Color: black

Dimensions: 3" x 3" x 5.5"

Weight: 0.83 lb

Barcode Scanner

Foldable stand

640*480.CPU

Red dot aiming. white illumination

Color: black

Dimensions: 3" x 7" x 7.25'

Weight: 0.45 lb

2) Handheld USB Wired Scanner with Stand

2D scanner with 2m straight USB cable

Electronic Scale
Display

Pan size

Capacity

Standard

Weight

Power

Dimensions

LCD display, digits 15mm high, LED backlight

343x263mm

66 lbs

RS232 interface

AC Adapter (100~240VAC / 12V 500mA DC

13.6" x 10.4" x 3.4"

11 lbs



Cash Drawer
Compartments

Open Mechanism

Security

Color

Weight

Communication

Dimensions

4 Bills, 8 Coins

Electronic kick

Key Lock

Powdered Coated Black

RJ12 cable

16.25"x 16.75"x 4.25"

15.2 lbs

Display

Processor

Smart Card Reader

Memory

Real Time Clock

Contactless Card Reader

Magnetic Stripe Reader

Beeper

Communication

Operating Temperature

Peripheral Ports

Size (Reader)

Ruggedized Standards

Power Supply MDB:10V-45V

-20°C~70°C (-4°F~158°F)

3.4"x 2.5”x 4.2”

IP56 Waterproof & Dust, IK09 Vandal Resistance

3.5 inch, full color LCD, 320*480 resolution

32-bit Cortex-A9 secure CPU, 500MHz

128MB Flash+128MB RAM

Battery backed up for data retention

Triple track bi-directional, conforming to ISO 78107811/7813
(500,000 swipes)

EMV L1/L2, conforming to ISO 7816, 1.8V/3V/5V,synchronous & 
asynchronous, T=0 & T=1 (500,000insertions)

EMV Contactless L1, conforming to ISO 14443 Type A/B, Mifare, Felica

Wi-Fi (802.11b/g/n), Bluetooth

Integrated, single-tone buzzer

1x USB-A (Host),1x USB-B (Device), 1x LAN, 1x MDB, 1x RS23, 1 x SMA
(optional)

Ultra VXT Reader
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